	ARMY LIMITED USE VFR HELIPAD SITE SURVEY CHECKLIST

References: UFC 3-260-01, AR 95-2
	DATE

	CONTROLLING AGENCY


	RESPONSIBLE HEADQUARTERS



	LOCATION: 
ELEVATION: 
	POINT OF CONTACT


	TELEPHONE NUMBER



	INSPECTORS NAME AND ORGANIZAITON

	DATE OF INSPECTION



	INSPECTION ITEMS
	YES
	NO

	1.  Is the landing surface and its edges maintained? (No holes affecting flight safety, wide cracks that could affect aircraft directional control, loose /crumbling aggregate)  See AR 95-2 paragraph 13-3 & Appendices D & E
	
	

	2.  Are fixed obstructions adjacent to the landing area clearly marked with red L810 lights?
	
	

	3.  Is a fire extinguisher operable & inspected monthly?  Type & Size:
	
	

	4.  Is the Primary Surface & surrounding area kept clean? (No loose aggregate, debris, foreign objects, rubber deposits, other contaminants)
	
	

	5.  Is the wind sock in good repair and lights operable?
	
	

	6.  Are all helipad lights / flood lights / obstruction lights operable?
	
	

	7.  Are there any obstructions within the Clear Zones?
	
	

	8.  Is the grass mowed and maintained between 6 &12 inches to discourage flocks of birds?
	
	

	DIMENSIONS

	HELIPAD

______’ Long X _______’ Wide
	PRIMARY SURFACE
______’ Long by ________ ’ Wide

	CLEAR ZONE

400’ Long X 150’ Wide
	ACCIDENT POTENTIAL ZONE 1 (APZ1)
1200’ Long X 150’ Wide

	

    

  

                                                                                                                                                                          


   







	OPERATIONAL REMARKS
	YES
	NO

	9.  Are there any limitations on the use of this pad?


	
	

	10.  Additional Remarks:
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ALSO SEE APPEDICES D & E OF AR 95-2 FOR INSPECTION CRITERIA
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